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LUMOS CONTROL MOBILE APPLICATION

2. COLOR TUNING WITH INTEGRATION TO A WIRED SENSOR 3. COLOR TUNING WITH INTEGRATION TO WIRELESS SWITCHES

N L

Switch Input 1
Switch Input 2
Switch Input 3
Switch Input 4
0-10V Input
Common Ground

AC Line
AC  Neutral

Catron AI

SELECT MODEL OF SWITCH BASED ON 
APPLICATION AND REQUIREMENT

CATRON V EDRPB

T1 T2 T3 T4

4. COLOR TUNING WITH INTEGRATION TO WIRELESS SENSORS

N L

Switch Input 1
Switch Input 2
Switch Input 3
Switch Input 4
0-10V Input
Common Ground

AC Line
AC  Neutral

Catron AI

SELECT MODEL OF SENSOR BASED ON 
APPLICATION AND REQUIREMENT

CATRON V EDRPB

T1 T2 T3 T4

N LN L

CYRUS AP
CYRUS AM

5. COLOR TUNING WITH INTEGRATION TO GATEWAY
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Switch Input 1
Switch Input 2
Switch Input 3
Switch Input 4
0-10V Input
Common Ground

AC Line
AC  Neutral

Catron AI

OWNER SUPPLIED PC
WITH WEB BROWSER

CATRON V EDRPB

T1 T2 T3 T4

N LN L

CYRUS AP
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ENOR E

6. COLOR TUNING WITH INTEGRATION TO BMS

N L

Switch Input 1
Switch Input 2
Switch Input 3
Switch Input 4
0-10V Input
Common Ground

AC Line
AC  Neutral

Catron AI

BUILDING MANAGEMENT SYSTEM (BMS)

CATRON V EDRPB

T1 T2 T3 T4

N LN L

CYRUS AP
CYRUS AM

ENOR E
IRIS E BMS CONTROLLER

ETHERNET ANY BMS PROTOCOLETHERNET/ Wi-Fi

niagaraTRIDIUM

7. RADIAR AR10 FOR EMERGENCY APPLICATION

NORMAL / EMERGENCY

LED FIXTURE 1

AUTOMATIC 
TRANSFER SWITCH

ESRN

REMOTE 
TEST BUTTON

(ESRTB) EMERGENCY LINE
UTILITY LINE

EMERGENCY NEUTRAL
UTILITY NEUTRAL

SENSOR
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12V
GND
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DRIVER
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LUMOS CONTROL MOBILE APPLICATION

1. NORMAL DIMMING WITH INTEGRATION TO A WIRED SENSOR

L
N
E

TOTAL NUMBER OF DRIVERS 
THAT CAN BE USED WILL DEPEND ON THE 
INPUT RATING OF THE DRIVERS
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LUMOS CONTROL MOBILE APPLICATION
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DIM2 +

DIM2 -

LED +
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LUMOS CONTROL MOBILE APPLICATION

L
N
E

NORMAL / EMERGENCY

LED FIXTURE 2

R
AD

IAR
 AR

10

R
AD

IAR
 AR

10

R
AD

IAR
 AR

10

R
AD

IAR
 AR

10R
AD

IAR
 AR

10

R
AD

IAR
 AR

10

R
AD

IAR
 AR

10

TOTAL NUMBER OF DRIVERS 
THAT CAN BE USED WILL DEPEND ON THE 
INPUT RATING OF THE DRIVERS

NORMAL

LED FIXTURE 1

NORMAL

LED FIXTURE 2

FIXTURES THAT WORK BOTH IN 
NORMAL AND EMERGENCY CONDITIONS

FIXTURES THAT WORK ONLY IN 
NORMAL MAINS SUPPLY

TOTAL INPUT RATING OF 
ALL THE CONNECTED DRIVERS SHALL NOT GO 
BEYOND THE LOAD RATING OF RADIAR AR10


